Modul 14
Wireless Network
TUJUAN PEMBELAJARAN
1. Mahasiswa memahami prinsip Wireless.

2. Mahasiswa memahami kegunaan/manfaat Wireless.

3. Mahasiswa mampu jaringan menggunakan media wireless

4. Mahasiswa mampu mengoperasikan peralatan wireless.

Dasar Teori

Wireless LAN mempunyai standart khusus dimana kemudian dikenal dengan beberapa tipe diantaranya :
IEEE 802.11 – original standart wireless LAN yang mengatakan rate transfer data yang terlambat dalam RF dan teknologi transmisi light-based

IEEE 802.11 b – menjelaskan beberapa transfer data yang lebih cepat dan batasan ruang dari teknologi transmisi. Standart ini juga diperlebar dengan dipromosikannya Wi-Fi TM  oleh WECA (Wireless Ethernet Compatibility Alliance)

IEEE 802.11 a – menjelaskan beberapa transfer data yang lebih cepat (tapi kekurangan  tidak kompatibel dengan sebelumnya) yaitu IEEE 802.11 b dan menggunakan frekuensi 5 GHz UNII

IEEE 802.11 g – draft yang paling banyak digunakan berdasarkan standart 802.11 yang menjelaskan rate transfer data secepat 802.11 a dan membuat kompatibilitas dengan 802.11 b dan membuat upgrade menjadi tidak mahal.

Kemunculan teknologi akan memerlukan standart yang menjelaskan dan menerangkan karakteristik alat. Perubahan dari pabrik dan pembuat standart seperti akan membawa resource mereka akan melahirkan masalah terhadap interoperability dan kompatibiliti

Aplikasi – aplikasi Wireless LAN

Ketika komputer-komputer pertama kali dibangun, hanya universitas dan perusahaan besar  yang mampu mengadakannya. Tapi hari mungkin kita akan mudah menemukan 

a) Access Role

b) Network Ekstension

c) Building to building connectivity

d) Last Mile Data Delivery
e) Mobility

f) Small Office Home Office

g) Mobile Office
Untuk dapat membangun sebuah jaringan wireless maka diperlukan pengetahuan tentang beberapa peralatan wireless diantaranya :
a) Wireless client devices

b) Access Point

c) Antenna
Ada 3 cara untuk mengkonfigurasikan wireless LAN yaitu :

a) Basic Service Set (BSS) 
b) Extended Service Set (ESS)

c) Independent Basic Service Set (IBSS)
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Tugas Pendahuluan

1. Apa perbedaan sistem wireless dan kabel ?
2. Sebutkan pada frekuensi berapa saja sistem wireless dapat dibangun !
3. Sebutkan macam peralatan wireless !
4. Jelaskan mode koneksi ad-hoc dan infrastruktur !
5. Sebutkan fitur apa saja yang dalam Access Point !
Percobaan

1. Pelaksanaan Praktikum

Scenario 1:

Persiapkan 2 komputer dengan masing-masing mempunyai wireless LAN card dengan beberapa informasi sbb :
a) SSID : wireless ( sebagai contoh dibawah : pens) 
b) Tipe network : ad-hoc

c) IP  : 192.168.1.1/24 dan 192.168.1.2/24

d) Koneksikan kedua komputer dan lakukan sharing data diantara keduanya
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Skenario 2 :
Persiapkan 2 komputer dengan masing-masing mempunyai wireless LAN card dan sebuah Access Point dengan beberapa informasi sbb :

a) SSID : wireless ( sebagai contoh dibawah : pens)

b) Tipe network : infrastructure

c) IP  : 192.168.1.1/24 dan 192.168.1.2/24

d) Koneksikan kedua komputer dan lakukan sharing data diantara keduanya

e) Pastikan ip dari AP untuk melakukan konfigurasi AP dari browser
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Scenario 3 :

Buat jaringan sesuai dengan model di bawah
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Scenario 4 :
Buat jaringan wireless dengan menentukan komputer mana yang mempunyai akses dan mana yang tidak mempunyai akses, sebagai contoh gambar dibawah :
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Daftar Pertanyaan 


Berikan kesimpulan praktikum yang anda lakukan.
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Tugas Pendahuluan :





Dasar Teori :








FORMAT LAPORAN RESMI


Nama dan NRP mahasiswa




















Judul Percobaan : Wireless








Hasil percobaan :




















[image: image20.jpg]NETGEAR WG511 Smart Wizard:

Setings networs | sttsics | about |
.
NETGE AR’ =l somramsreons =
—

C— © Dissbled
Cowep

& Creste it Pessifrase:

NetworkType
Passpfrace: Gents 7]

& €V acosss point (nfrastructure)
0 G Bl € Exter Ky el

c é Computer-to-computer (ad Hoc) kvt =) Foms <)
it A Hae C acvonced | Advensa Seciy




[image: image21.jpg]NETGEAR WG511 Smart Wizard-Wireless Assistance:

Setings networs | stiscs | Aot |
5
NETGEAR e e H
gy
© wep
& Creste with Bassphrase:

(NetworkType
Passpfrase: Bebts 7]

o

€ P sccess point(nirastuctre) C e

& é Computer-to-computer (Ad Hoc) fevt =) Febts <]
i)




[image: image22.jpg]0

Comnestion————————————————————
Status: Cornested
Duratior; 0210
Spesd: 1.0 Mbps
Signal Stiengih: Tl

Received

0

e

=




[image: image23.jpg]S

General | Wieless Networke ] Adarc.

Connest using
89 NETGEAR WGS!

This connection uses the.

I J25 il and Pinter ¢

] %= WPA Secuily P
¥ % Intemet Protoca

Desciption
Transrission Cortiol F

wide area netvork pro
acioss dverse intercat

1% Showicon n otfcat

21|

o |

You can get I sektings assigned automtically i your network supports:
this capabilty. Otherwise, you need to ask.your network sdnistrator
for the appropriate IP sektings.

" Obtain an 1P address automaticaly
o

= the Folowing 1P address-

1P address: 52 .16 1 . 1

Subnet mask: 25 255 .25 . 0
Default gateway:

5

5 Use the following DN server addresses:

Breferred DIS server:
alernate DS server

Adysnced.

0

C Card

gose

o e

@ webmai o ... | 7] pertemuan-

i) Wireless Network Connection is now connected [X]

Connestedto: uniti
Signal Strength; Excellnt

| e | e



[image: image24.jpg]CEEE— 2

Type the name of a program, folder, docurent, or
Internet resource, and Windows wil pen t For you.

T |
o ||




[image: image25.jpg]Ele Edt View Favortes Toos Help

Qback « ) v B | O search [ Folders | |5 5 X 9| [@r

addess [ wisz 1e8.1.2

Name - [ Comments [
e
Shero

e Printer Micrasoft Office Dacument Inag,
LPrinterz Journal Note Writer
euPrinters HP Mobil Printing PS

2 shorecbocs




[image: image26.jpg]Ele Edt Yiew Favortes Toos belp

Qack - ) - ¥ | S search (= Faders | (& 3 X B9 | [

ddress [ 1192.168.1 2iherolwieless_ipg

Name I Size [ Type

.. g 126 e Inage
[Fgbe. 42K8 PEGImage

et

[Blob3 pie 16KB JPEG Image
Hoe® | ok Fecinee
[Egbs.: HINOD32 antivirus system 32KB  PEG Image
906 oo 1846 PG Inage

B 2 M o eamae
e sendTo 45K8 PG Image
oo | o Pesma

a0 o1 Fecina
ooy I 5\, e 1nuse
e

e Dots e 7ot it rwlcation,

Rename

Properties



[image: image27.jpg]Address |{€] http:/{192.168.1.2]

AP1200-eac8h7 Summary Status

Ciseo 1200 Series AP

1156

Cisco SysTems

e S WS e

Uptime: 0009:43

Current Associations
Clients: 1of1 | Repeaters:0of0 | Bridges:0of0 | APs:l
Recent Events
Time [Severity Description
00:0431| Info |[Station [192.168.1.3100095b92b2e2 Associated
000431 Info |Station [192.168.1.3100095b92b2e2 Authenticated
Deauthentication from [192.168.1.3100095b92b2e2, reason "Sender is
000430 Loy o oving (has ef) ESS"
00:0426| Info |Station [192.168.1.3100095b92b2e2 Associated
00:0426| Info |Station [192.168.1.3100095b92b2e2 Authenticated
Network Ports Diagnastics
Device Stams | Mbis TP Addr. MAC Addr.
Ethemet | NoLik | 0.0 19216812 | 000pSfeacan?
AP Radio: Tnternal Tp 110 19216812 | 000hseeacn?

Cicco 1200 Secis A 1156

[Home][Map][Login]Network][ ssocistions][Setup][Logs][Helg]
© Copyrigh 2002 Cisco Systams, e

credits




[image: image28.jpg]Adress [ €] htpiffi52.168.1.2/StatsalNetIF.shm

AP1200-eac8h7 Network Ports Cisco Systens
Network Diagnostics

Home | Map || Network | Associations | Setup | Logs | Help | Uptime: 00:10:58

[ Name T Ethernet* T AP Radi: bnternal

[ Status [ Mo Link [ Up

[ Mt [ 08 [ 110

[ P Adir. [ 15216812 [ 15216812

[ macam | 000b3Feactt? [ 000b3Feactt

[ RaliossD | [ tsunai

[ Receive I

[ nicastpks. | o 194
[ multcastpls. | o] 0
[ ralbyees [ o 6
[ ernurs [ o] 0
[ diseards [ o 0
[ Sorwardableplis. | 1| 152
[ Sleredpks. | o 0
[ Transwit I

[ nicastpkes. | o o
[ multicastpls. | o] 15
[ wralbyies [ o] 77T
[ ernurs I 10 0
[ discards [ o] 0
[ Sorwardedplas._| 10 E

[Home]Map][Login]Network] A ssocistions] [Setup[Logs][Helg]
Cicco 1200 Seis A 1156 © Copyrig 2002 Cisco Systams, T credits



[image: image29.jpg]Address [ €] htpifj152.168.1.2/Showassociatons.shm

AP1200-eac8h7 Association Table Cisco Systens

Network Diagnostics

Home | Map | Network || Associations _Setwp | Logs | Help Uptime: 00:4235
[\ Client. 7 Repeater W/ Bridge ¥ AP ™ Infra Host I~ Mubicast I Eative Network
Press to Change Settings: Apply | SaveasDefault | Restore CurentDefaults |

["Association Tahle

additional dsplay fiters
[ Deice |  Name | G0 [P Abdr/Name | MACAddr. | Stte | Parent

| T200 Series AP_| API200.cacSh? | (9016812 | O00bsfeacthy | I

[ Gensricsii1 | | 15206515 | 00055b522e0 | Avaoc | fselfimternal]

[Home]Map][Login]Network][ ssociations][Setup][Logs][Helg]

Cicco 1200 Seis A 1156 © Copyrige 2002 Cisco Syams, T

credits



[image: image30.jpg]Adiress [€] hitpi/f192.168.1.2/5etwebserver.shm

AP1200-eac8h7 Web Server Setup

Cisco 1200 Series AP 1156

Map | ity |

Allow Non-Console Browsing?
HTTP Port

Default Help Root URL:

Exira Web Page File
Default Web Root URL:

Cisco SysTems

o
Uptime: 00:4506

Gyes Cno

B0
tp:fpwww: cisco.compwarp/public/77

Load Now.
mis0:/StdUy

Apply | OK | Cancel | | Restore Defauts |

Cicco 1200 Secis A 1156

DM Login]Hels]
gy 203 i St B credits



_1193996927.vsd
`



_1193997132.vsd
`



_1194005330.vsd
`



_1193996739.vsd
`



